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REFLECTING COLT TRADITION OF FINE CRAFTSMANSHIP SINCE 1836 


COLTEER 
.22 AUTOLOADER 


From its true Western stock with classic slraight lines, 10 its 
hooded Gold Bead front sight, this carbine combines old and 
new into a truly fine firearm, deserving of the famous Colt 
trademark, Its modern, autoloading aclion gives you ihe 
ultimale in a lightweight, easy-handlin’ aulomatic for small 





game, varminls or jus! plain plinking. Has American walnut GENERAL OPERATING INSTRUCTIONS 

stock and fore-end. Barrel band on fore-end adds to its sporly Ammunition—Shools all .22 long rile ammunilion, regular or 
took. Western style open rear sight adjustable for elevation and hi-speed. 

windage. Positive crossbolt safety. Weighs jusl 4% pounds, Safety—The Safety button (40) is located at lhe rear af tha 
Over-all length is 37”. Receiver is grooved for "ИроН” scope trigger guard (60}. Slide Safety button from teft to пр to lock in 
mounting. Tubular magazine holds 15 .22 Long Rifles, Regular “sale” position. Slide Safely button from might to left for “fire” 
or High Speed. Here's a rille you'll be proud to own. Made in posilion. When Safety button is in “iire” position, a band of red 


Hartford, Conn. by Colt craftsmen. appears on the button, indicating the rifle is ready lo fire, 


OPERATION 

To Load—Grasp magazine сар (30) and turn counterclockwise to 
calease. Withdraw inner magazine tube from outer magazine tube 
unlil the leading port in culer magazine tubé is open. Load from 
one to 15 cartridges in loading port, Шел push inner magazine 
tube hack into position and lock, 

Chamber may now Бе loaded by pulling cocking handle (39) 
to ils exlreme rear position and allowing it to go forward to 
closed position. After loading chamber, one more carlridge may 
be fed into the magazine for full fire [oad of If shots. 

The gun may now be fired by pulling the trigger. Only one shot 
will fire with each pull of the trigger. Trigger must be released 
and pulled again for each additional shot. 

ALWAYS keep Rifle on Safa until you are ready to fire it. 


To Uniload—Put Rifle on “Safe”. Remove inner magazine tube 
and point muzzle down so that cartridges will slide out of mag- 
azine tube. Retract bolt lo extract round in chamber. Check 
Magazine throat before closing bolt lo make sure there is not an 
additional cartridge in position to feed into chamber, 

Replace inner magazine tube, then open and close the bolt 
several times while [ooking in the ejection port to make sure 
There are no cartridges in the magazine, and that the chamber is 
empty. 


Always treat the rifle as 1 it were loaded, even when you are 
sura it 15 emply. 


To Disassemble—Check rifle ta make sure it is not loaded, 
Remove inner magazine tube (32). Remove forearm screw (16) 
and barrel band screw (35). Slide barrel band off forearm (15). 
Remove forearm, Drive out pin (61). Pull back cocking handle 
to extreme rear. With bolt in this position, Ligger guard assembly 
сал be removed by pulling out just forward of the trigger guard, 
Boll can then be removed by pulling back slightly on the cocking 
handle and pulling bott out thru bottom of receiver. Boll spring 
assembly {39} may now be removed easily. To funclion properly, 
moving parts should be kept clean and free of powder residue and 
piled vary liphlly, 

We da not recommend disassembly beyond Ihis point, except 
by qualified persons or gunsmiths. 

Do not pull trigger while trigger guard 15 removed from nile 
as lhis puts undue strain on hammer and hammer stop pin. 

Raassemble nile by reversing the above procedure. 


Slghting— Your cile has been sighted at ihe factory to hit point 
of alm at 50 yards. We recommend that you sighl-in your rifle per- 
sonally іо compensate Гог a possible difference in sighting vision, 
The rear sight is adjustable for both windage and elevation. 


aie i КЕРЕАТИЧС MECHANISM - a highly reliable semi- ; open rear sight adjustable 
WESTERN STYLE STOCK - stock automatic repeating mechanism. The ultimate rifle, for elevation and windage, hooded gold bead front 
made of solid American walnut. ideal for small game, varmints or just plain plinking. sight. Receiver grooved for "tip-off" scope mounting. 


Hooded Col 
15 rounds. 


positive safety lock, show 
red when safety is OFF and rifle is ready to fire. 


sporty look. 


ing 





To disassemble the Colteer .22 beyond the point described 
under "General Operating Instructions," the rifle should 


be brought to a qualified gunsmith, as would be done with 
any fine firearm. 


Under terms of Warranty, Colt responsibility to the owner 
is limited to the extent that such disassembly be performed 
only by Colt Custom Repair Department. 





Reference numbers are for illustration purposes only. 
Use part numbers when ordering parts. 
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НАШЕ OF PART 


Barret ешішілӣ PWI,............... -...- .................... 


TH. EKI DI NHKIHEAINLIIERNNLZIAIMNLIHIINLKIANEKLd--riaanmrrannmmmnm 


Latrector SỆTiDT...........................c..ccc....ị | 
Erredlw Spring PÏurgfT................ ПИА 
Ping Pin........................ ТООН 


m.rramnmrannnm 


Hammer 3pTÏBR.....................ccc co con ка жа sao 
Hamer Spring Ê1A............. "¬ сьншн с rara 
LiIEF.........................-- аа ааа ет еони .. чанаення 
Шаг Cam Pìn......................-....-. ¬ ددد‎ 
Llllar a aan vn ran 
Lifer Spink. (tt {icccŸcc< << 
Muganas Take Сар_......... А 
Магла Тира бар Рм... prenan ¬ 
Magaring Tube, ты... _... ................ TH bo ng gi 
Мала Tab, UMÌä[,.....................c...ccc. sec sec ans 
Reat Baidl...................... "  ..... 
Fe | а, ну гении ааа чении ити неся 
Pear Sagi [nslj†[............................................ 
RFir@émff....................................... JOD For Sai 
Каш Spring Азиев. . و‎ таке анана анааан жаз 
РТР ¬ вали казны | 
Salety беш Spring. ПАЧА 
Spring Detenl G шамі) (Sear & айу). ور‎ 


Sear Bar P0... ¬— 
Saar Hart Spring LÍ....... ПОЕНА 
Sear Ваг Spring RH .es ¬ 
Seat Bat Sahag P8I.....................a.c cuc sen rỉ 
ort Dán! зи Ри vane eerie 
бен Geten Spring... eens beware 
Spring И КЕР [олаг а SIÍH]}.......................... 
ПОНИНИН 


Thron Рал СР aE... rn 
Trigger krsembly ¬—.. з و‎ н нз ажа, 
Treter Busting С элеу, . НОЕ 
Trigg Guard mim ETR Iar1aIlNI-NANhbI 
Tnrgtr Gourd PẲn...........................c..cccŸcŸc{.ce: 
Trigger Pni,................-...-....ccSẰ книги ни ви тети ви ини 
Тїш ŠpiiE................ Е кии на жк ники ин ити нии гии 
Trigger Slop Pin........... клинка кя аанынан ната 
Magazina Tubs Retiring Pìn, ¬ пат кста кан наана asane 
Barrel Бит] nx..............................- earn 





FOR THE FINEST IN SHOOTING EQUIPMENT 一 Coit since 1836 









STAGECOACH .22 AUTOLOADER 
This rifle is styled after the heavier caliber carbines 
of the old west. Behind this picturesque styling is the newest 
semi-automatic repeating mechanism modern technology has 
produced. Other features include weslern style open sear sight, 
black walnut stock and fare end, saddle ring and roll engraved 


Irame. A fast rugged, arcurale .22, every inch ihe outdoors- 
man’s rifle, 







COURIER AUTOLGADING RIFLE 
-22 Long Rife, Regular or High Speed, The shoot- 
ing comfort of a pialol grip type stack and streamlined 


appearance of a tapered, hand-filling fore-end - . . both of 
solid walnut, combine to deliver a thoroughly modern .22 
autglnader OF exceptional reliability. Lightweight . . . 43⁄2 


pounds. Receiver dovelail grooved for tip-off scope mount. 
Shoots .22 long rifle, standard ог high velocity ammo. 


Colt industries Firearms Division 


Hartford. Connecticut, U.S.A. 06102 
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